GLAZING SUPPORT BLOCK
PERMATHERM VINYL SASH
INSULATING GLASS RETAINER GASKET

BASE CURB BULB CO-EXTRUDED GLAZING
GASKET GASKET

CONDENSATION GUTTER

RETAINER SCREW

WATERGARD

/ PITCH 3:12 MIN
INSECT SCREEN

%" FLASHING PERMATHERM VINYL CURB

ALLOWANCE
EXTRUDED ALUMINUM CURB

MASTIC COMPATIBLE W/ ROOFING MATERIAL
BY INSTALLER

CURB, FINISH INTERIOR, FLASHING, &
ROOF DECKING BY OTHERS

SOLAR POWERED
ELECTRIC OPERATOR
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NAILS BY INSTALLER

NOTE:

FOR ALL RECTANGULAR UNITS, SPECIFY DIMENSION
PARALLEL TO THE ROOF FIRST

(FOR EXAMPLE A GSVMS COULD BE EITHER A 3046 OR

A 4630)
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ORDER # DATE:

SOLAR PANEL

PROJECT:
LOCATION:
CUSTOMER:
APPROVED: DATE:
MODEL 0.0. OF CURB__[ QUANTITY
GSVMS 1430 17 1/2° X 33 1/2"
GSVMS 1446 171/ X 49 1/7
GSVMS 2222 251/ X 25 1/7
GSVMS 2230 251/2° X 331/7
GSVMS 2238 251/ X 41 1/7
GSVMS 2246 251/2° X 49 1/7
GSVMS 2254 251/2° X 57 1/7
GSVMS 3030 331/2° X 331/7
GSVMS 3046 331/2° X 49 1/7
GSVMS_3054 331/2° X 54 1/7
GSVMS 4646 491/2" X 49 1/7
CUSTOM

VINYL CURB FINISH: WHITE INTERIOR/BRONZE EXTERIOR
ALUMINUM CURB & RETAINER FINISH:
BRONZE PAINT (STANDARD)

[] omer

[] coPPER CLADING

GLAZING:

eMAX® (EMT)
TEMPERED LOW~E/ARGON,/TEMPERED

eMAX® LAMINATED (EML)
TEMPERED LOW—E /ARGON /LAMINATED

SAGE GLASS
(electronically tintable and requires at least one

SageConnect system purchased separately)

PURCHASE INCLUDES:
(1) REMOTE CONTROL PER UNIT

OPTIONAL ADDITIONS:
GS STEP FLASHING KIT (max 3%" curb height req'd)

GSVMS-CURB MOUNT SOLAR POWERED VENTING UNIT
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