ALUM. SILL PERIMETER CAP

Y14 S.S. HEX HD SCREW W/
& ALUM. CLOSURE CAP SEALED. WASHER
STRUCTURAL SILICONE ‘ URETHANE SEALANT BETWEEN

WET SEAL CONTINUOUS

Y%—14 S.S. HEX HD SCREW W/
SEALED WASHER (2) PER RAFTER

ALUM. SILL

ALUM. ANGLE RAFTER CLIP EACH SIDE
OF RAFTER W/ %-16 S.S. THRU BOLT

FOAM STRUCTURAL URETHANE SEALANT CONTINUOUS

GLAZING TAPE (TYP.) .062” ALUM. SILL CLOSURE

#0 SD/ST PHILLIPS SCREW
W/ 1" BUTYL TAPE
@ 12" 0.C.

.032" ALUM. APRON

CONTINUOUS MASTIC
COMPATIBLE W/ ROOFING
MATERIAL (BY INSTALLER)

CURB FLASHING
(BY OTHERS)

3/8" MIN. S.S. OR  GALV. ANCHOR .

W/ FLAT WASHER IN ALL PRE-DRILLED HOLES
(BY INSTALLER)

.. & | WASCOPRODUCTS, INC. SNNACLE HL D1 O A

Wa.S CO@ 85 SPENCER DRIVE SUITE A, WELLS, MAINE 04090 HEAD DETAIL
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