STAINLESS STEEL OR GALVANIZED
11 GA & 1 1/4" ROOFING

2X2 NALER

GALVANIZED STEEL OUTER
WALL 18GA OR 14GA
CONSTRUCTION
ROOFING MEMBRANE AND
BONDING ADHESIVE (BY OTHERS)

CONTINUOUS MASTIC

COMPATIBLE WITH ROOFING
MATERIAL (BY INSTALLER)

NALLS @ 6” 0.C.

QUTSIDE CURB DIMENSION
(SEE SCHEDULE)

ROUGH OPENING = ODC - 3"

5" WELDED WIRE SECURITY
SCREEN 6" X 6" GRID

/ (STANDARD)
o] o] o

\20 ga. GALVANIZED
STEEL LINER

PAINTED WHITE

\ 1%’ 3LB DENSITY INSULATION

‘« 3" FLANGE *‘

OR GALVANIZED NALS
OR EQUIVALENT SIZE SCREW
(BY INSTALLER)

Wasco sar o

VELUX Wells

85 Spencer Dr, Unit A
Wells, ME 04090
1-800-88-VELUX
veluxusa.com

DATE:

| 08/2018

DRAWING NO.:
WRC3

REV | SHEET
Fl 101

9" CURB HEIGHT
12" CURB HEIGHT
14" CURB HEIGHT

16" CURB HEIGHT

CONTINUOUS MASTIC COMPATIBLE
WITH ROOFING MATERIAL
(BY INSTALLER)

SKYLIGHT ATTACHMENT

ORDER # DATE:
PROJECT:
LOCATION:
CUSTOMER:
APPROVED: DATE:
OPTIONAL ROOFING MODEL 0.D. OF CURB | QUANTITY
TERMINATION WRC3-2852 25 1/4” X 49 1/4
WRC3-3652 331/4 X 49 1/4
WRC3-3676 331/4” X712 1/2
WRC3-4242 40" X 40"
WRC3-4280 40" X 78"
WRC3-5252 49 1/4 X 49 1/¢
WRC3-5555 51" X 51"
WRC3-5276 491/8 X721/2
WRC3-5296 49 1/4" X 92 1/2
WRC3-55102 51" X 99"
WRC3-6060 58" X 58"
WRC3-6476 60 1/2" X 72 1/2"
___________ WRC3-6496 60 1/2" X 92 1/2"
B R WRC3-6678 63 X 75"
______ WRC3-7272 " xn’
T~ WRC3-8080 78" X 78"
WRC3-9898 95 1/2" X 95 1/2"
CUSTOM
CUSTOM

GALVANIZED STEEL CONSTRUCTION:
[] 14 GA. (STRUCTURAL)
[C] 18 GA. (NON-STRUCTURAL)

CURB HEIGHT:

[1¢

RS

e

OPTIONS:

NO SECURITY SCREEN

4 X 4 GRID SECURITY SCREEN/(CALIFORNIA GRID)

BURGLAR BARS/8 X 8 GRID/ /" DIA. STL BARS

WRC3 INSULATED CURB
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