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SECTION 07721 

PRE-MANUFACTURED CURBS
PART 1-GENERAL

1.1 SUMMARY

A. This section includes the following:

1. Deck-mounted double wall, insulated curbs only.

i. Model: (CCAW) Insulated Curb Only

[Formerly Wasco Model CO]

B. Related Sections:  The following sections contain requirements that relate to this section:

1. Division Six Section “Rough Carpentry” for wood curbs and nailers.  

2. Division Eight Section “Unit Skylights” 

1.2 SUBMITTALS

A. Product Approval Sheet:  Include details of construction and installation.  

1.3 WARRANTY


A. General:  Warranties specified in this section shall not deprive the Owner of other rights the Owner may have under other provisions of the Contract Documents and shall be in addition to and run concurrent with other warranties made by the Contractor under requirements of the Contract Documents.  

B. Curb Warranty:  Provide written warranty signed by manufacturer, agreeing to repair or replace work that exhibits defects in materials or workmanship and guaranteeing weather-tight and leak-free performance.  “Defects” is defined as uncontrolled leakage of water and abnormal aging or deterioration.

1. Warranty Period:  2 years from date of Substantial Completion.

C. Finish Warranty:  Provide written warranty signed by manufacturer agreeing to repair or replace work with finish defects.  “Defects” is defined as peeling, chipping, chalking, fading, abnormal aging or deterioration, and failure to perform as required.  

1. Warranty Period for Anodized Finish:  1 year from date of Substantial Completion.  

2. Warranty Period for Kynar 500 Finish:  5 years from date of Substantial Completion. (10 and 20 years available if specified).

PART 2- PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, provide products by Wasco Part of the Velux Group, Wells, ME (800-388-0293).

2.2 MATERIALS


A. Curbs:  Fabricate from double skin of 1100-H14 sheet aluminum, insulated with 1-1/2” inch extruded polystyrene insulation.  Provide thermal break at top and bottom.  

1. Provide .025-inch minimum thickness outer skin, mill finish. Outer skin to be .032 inch when length exceed nominal 48”

2. Provide .032-inch minimum thickness inner skin, prefinished white.

3. Curb assembly to have a maximum U-factor of 0.17.
B. Wood Nailer: Provide 2x2 treated wood nailer.

C. Fasteners:  Same metal as metals being fastened, or nonmagnetic stainless steel or other non-corrosive metal as recommended by manufacturer.  

D. Bituminous Coating:  SSPC-Paint 12, solvent-type, bituminous mastic, nominally free of sulfur and containing no asbestos fibers, compounded for 15-mil (0.4 mm) dry film thickness per coating.  

2.3 FABRICATION

A. Components:  As follows:

1. Fabricate corners using 2-piece extruded aluminum corner system

2. Fabricate components to accommodate expansion and contraction.
3. Form shapes with sharp profiles, straight and free of defects or deformations.
PART 3- EXECUTION


3.1 EXAMINATION

A. Examine substrates and conditions, with installer present, for compliance with requirements for installation tolerances and other conditions affecting installation. 

1. Proceed with installation only after unsatisfactory conditions have been corrected.  

3.2 PREPARATION


A. Metal Protection:  As follows:

1. Where aluminum will contact dissimilar metals, protect against galvanic action by paining contact surfaces with primer or by applying sealant or tape recommended by manufacturer for this purpose.  

2. Where aluminum will contact concrete or masonry, protect against corrosion by painting contact surfaces with bituminous paint.  

3. Where aluminum will contact pressure-treated wood, separate dissimilar materials by methods recommended by manufacturer. 
3.3 INSTALLATION

A. General:  Comply with manufacturer’s written instructions for protecting, handling, and installing curb.  

B. Coordinate with installation of roof deck and other substrates to receive curbs.  

C. Coordinate with installation of vapor barriers, roof insulation, roofing, and flashing as required to assure that each element of the work performs properly and that combined elements are waterproof and weathertight.  Anchor units securely to supporting structural substrates, adequate to withstand lateral and thermal stresses as well as inward and outward loading pressures.

D. Counter Flashing:  Where counter flashing is required as component of the curb, install to provide an adequate waterproof overlap with roofing or roof flashing (as counter flashing).  Seal with thick bead of mastic sealant. 
END OF SECTION
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