0.D. OF CURB
T0 CL OF PURLIN

3/4" e OR CL OF RAFTER
BUTYL TAPE OR 0.D. OF CURB
(SEE PLAN)
1/4-14 STAINLESS STEEL /8" x 5/8" CONTINUOUS
HEX HEAD SCREWS WITH FOAM TAPE 10200300
SEALED WASHERS AT 12 O.C.
1/4 X 5/8" SGT-1 — | i
i
SILICONE SEALANT / 7 ™
/, -~
EXTRUDED ALUMINUM RETAINER / U\
EXTRUDED ALUMINUM SILL
1 )/ SR 2" SELF-TAP SCREWS THROUGH
COUNTERBORED HOLES THROUGH
WEEP @ SIDE OF CURB SCREW GROOVE
LOW SIDE ONLY
DRIP LIP @ EACH
STAINLESS STEEL OR GALVANIZED | | END OF RAFTER
ROOFING NAILS OR EQUIVELENT
SIZE SCREW IN ALL PRE-DRILLED //I \
HOLES (BY INSTALLER) CURB BY
OTHERS
CONTINUOUS MASTIC (SEE NOTE)
COMPATIBLE W/ ROOFING
(BY INSTALLER)
11/2”
CURB FLASHING,/MEMBRANE ) = Ny
(BY OTHERS) 9/16" — =
n psa | WASCOPRODUCTS, INC. CLSIL
Wascom 85 SPENCER DRIVE SUITE A, WELLS, MAINE 04090 DETAIL
Y LI T | (207)216-4500, FAX (207) 216-4566




