GENERAL NOTES:

1) UNITS ARE AVAILABLE IN 5:12, 7:12 AND 12:12 PITCHES ONLY.
2) MAXIMUM AVAILABLE 0.D.CURB DIMENSION IS 8'-0".
3)

PEAK CAP SYSTEM DESIGNED FOR 25MM MULTIWALL POLYCARBONATE.
/7 SET IN FULL 4) SKYLIGHTS ARE DESIGNED TO SUPPORT A MINIMUM 40 psf POSITIVE LOAD PLUS ALL DEAD
| BED OF SEALANT LOADS WITH MAXIMUM DEFLECTION OF L/175.
/ 5) UNITS ARE SHIPPED ASSEMBLED AND UNGLAZED UNLESS QUOTED OTHERWISE.
- — - - 6) SUPPORTING CURB CONSTRUCTION MUST BE CAPABLE OF SUPPORTING ALL HORIZONTAL AND

VERTICAL LOADS IMPOSED BY THE SKYLIGHT ONTO THE CURB.

7) INSTALLATION OF SKYLIGHTS IS BY OTHERS.

8) OFF—LOADING OF SKYLIGHTS IS THE RESPONSIBILITY OF THE CUSTOMER.
9) ALL UNITS OVER 6'-6" REQUIRE THE CENTER RAFTER.

SAFETY CONSIDERATIONS: VELUX SKYLGHTS ARE DESIGNED TO WITHSTAND NORMAL ELEMENTS OF THE WEATHER. THEY ARE NOT DESIGNED TO
WITHSTAND HUMAN IMPACT OR FALLING OBJECTS. THESE SKYLIGHTS SHOULD NOT BE WALKED UPON UNDER ANY CIRCUMSTANCES. THE OWNER OR
DESIGNER SHOULD RESTRICT ACCESS ONLY TO AUTHORIZED PERSONNEL WHO HAVE BEEN ADEQUATELY CAUTIONED AS TO THE LOCATION OF THE SKYLIGHT
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VELUX Wells

85 Spencer Dr, Unit A
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LOCATION: s =

5 [E

CUSTOMER: o §

FILE AND FIELD ORr
WASCO REP: v, g

© =

NOTE: THESE DRAWINGS AND THE DESIGNS DEPICTED IN THEM, ARE THE PROPERTY OF ; x|

VELUX AMERICA, LLC. AND CANNOT BE COPIED OR TRANSMITTED IN ANY FORM WITHOUT >

DATE: 6/2017 THE EXPRESS WRITTEN PERMISSION OF SAME.




CONTINUQUS SILICONE
SEALANT WASH BEAD

(FURNISHED BY WASCO)

1/4-14 STAINLESS STEEL HEX HEAD
SCREWS WITH SEALED WASHERS AT
12" 0.C. AND SNAP LOCK WASHERS

AT 24" 0.C.

ALUMINUM RETAINER
WITH CLOSURE CAP

WEEP HOLES AT
24" 0.C.

WEEP HOLES AT |

EACH RAFTER OR HIP
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SNAP LOCK CLOSURE
ALUMINUM HIP CAP
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3 FINGER GASKET TYP.

G-103 TYP.

/ 2™\ HIP_SECTION
W SCALE: 6" = 1’

1/4-14 STAINLESS STEEL
HEX HEAD SCREWS WITH

SEALED WASHERS AT 12" 0.C.

1/4” S.S. ANCHORS — MIN.
IN ALL PRE-DRILLED HOLES

(BY INSTALLER)

ALUMINUM RAFTER CAP
WITH SNAP-ON CLOSURE

ALUMINUM APRON / !
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(SEE NOTE) ™~

] 3/411

31/2° MIN.
4” RECOMMENDED

~— 0D. OF CURB (SEE PLAN) — /'~

< > SILL SECTION
SCALE: 6" = 1
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S.S. FASTENERS WILL BE
REQUIRED IF PENETRATING
PRESSURE TREATED WOQOD

CONTINUOUS MASTIC
COMPATIBLE WITH ROOFING

(BY INSTALLER)

3 FINGER GASKET TYP. . NI

1/4-14 STAINLESS STEEL HEX HEAD
SCREWS WITH SEALED WASHERS AT

CLASSIC HIP MEMBER

G103

CLASSIC RAFTER

/4 RAFTER SECTION

SCALE: 6" = 1’
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GENERAL CURB/NAILER NOTE: CURBS/NAILERS SHOWN ARE GENERIC.
DESIGN AND FABRICATION OF CURBS/NAILERS IS NOT THE RESPONSIBILITY
OF WASCO PRODUCTS. THEY MUST BE ADEQUATE TO RESIST ALL VERTICAL
AND HORIZONTAL FORCES THAT MAY BE IMPOSED ON THEM BY THE
SKYLIGHT SYSTEM.
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VELUX Wells
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