URETHANE SEALANT

CONTINUOUS
,,j/p
S.S OR GALVANIZED FASTENER %
<BY \NSTALLER) \\\
/
=
COUNTER FLASHING
090" ALUM. CLOSURE (BY OTHERS) =/
ALUM. STANDOFF WELDED TO PURLIN
URETHANE SEALANT CONTINUOUS |
BETWEEN CAP AND CLOSURE T .
POP RIVETS STAGGERED < —

SEAL HEADS W/ CLEAR SILICONE

ALUM. CAP & CLOSURE

STRUCUTURAL SILICONE
WET SEAL CONTINUOUS

FOAM STRUCTURAL
GLAZING TAPE (TYP.)

Ji—14 S.S. HEX HD SCREW W/
SEALED WASHER

REQUIRED IF PENETRATING

S.S. FASTENERS WILL BE
PRESSURE TREATED WOOD

PURLIN STOP

ALUM. PURLIN
3/8" MIN. S.S. OR GALV. ANCHOR
EACH SIDE OF RAFTER
ALUM. PLATE
WELDED TO RAFTER

FACE OF WALL

.. o2& | WASCOPRODUCTS, INC. PINNACLE HU

8 SPENCER DRIVE SUITE A, WELLS, MAINE 04090 HEAD DETAIL
T T (207) 2164500, FAX (207) 2164566 G

®
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