"3 FINGER" GASKET

RIB DIVIDER GASKET /
G109 /
BVR

LTC/LTCC

F105/F534 \* 131/32" — \
017 00 \ - 826 @ 24" 0.
G113
BV

VERTICAL MULLION
REQUIRED FOR MODEL
BVV-72 AND ABOVE

ALO6 ALUMINUM ANGLE AND
SPRING CLIP AT 24" 0.C.

MULTIWALL POLYCARBONATE

(BT NET

ALUMINUM VERTICAL END CAP
WITH CLOSURE

1/4-14 STAINLESS STEEL
HEX HEAD SCREWS WITH

SEALED WASHERS AT 12" 0.C.

ALUMINUM VERTICAL
MULLION PRESSURE CAP
& CLOSURE

1/4-14 STAINLESS STEEL
HEX HEAD SCREWS WITH

SEALED WASHERS AT 12" 0.C.

VERTICAL GLAZING GASKET

DIVERTER ASSY

LAY-LITE FILLED WITH LUMIRA™
AEROGEL \
\
<SR VERTICAL GLAZING GASKET
WEEP HOLES
> KL< .
CONTINUOUS MASTIC | _ |
(COMPATIBLE WITH ROOFING | CURB BY | U 1/4" MIN S.S. OR GALV
MATERIAL) BY INSTALLER OTHERS ANCHOR (BY INSTALLER)
(SEE NOTE) THERMALLY BROKEN
EXTRUDED ALUMINUM SILL
31/2" MIN ;
4" RECOMMENDED 5/8
~/\,— 0D. OF CURB (SEE PLAN) —~
WASCO PRODUCTS. INC THERMAL BARREL VAULT
 INV. VERTICAL END D 1 1 A N
d 85 SPENCER DRIVE SUITE A, WELLS, MAINE 04090 i -
\WASCO W/ LUMIRA LAY-LITE
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